
Dehumidification charts

DeAir Joint Stock Company 442/8 National Highway 1A, An Phu Dong Ward, District 12, HCMCOffice & Factory:
No. 29, Nhu Quynh Street, Nhu Quynh Town, Van Lam District, Hung Yen ProvinceBranch:0925 977 579deair.com.vn

The DeAir.RE ceiling-mounted dehumidifiers encompass five modeLs as follow: RE-60CL, RE-100CL, 
RE-150CL, RE-300CL, and RE-600CL. They are utilised for broad range of industrial applications such as 
food and pharmaceutical processes, exact manufacturing plants, storage and warehouses, museums, 
galleries and documentary archives, media centres, high-temperature drying rooms, and so on.
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Specifications (Ceiling-mounted series)

Installation guide

Heating capacity

Power consumption
Dehumidification capacity (@30°C, 70%)

Temperature range
Rated running current
Expansion valve
Control
Refrigerant charge
Power supply
Gas type

Airflow rate
External pressure static
Noise
Width x Depth x Height
Drainage
Power supply cable
Net weight

Fan

Compressor

Coil

Case

Type
Drive
Airflow rate
Quantity
Type
Type oil

Oil volume
Rated current
Qty. compressor
Pipe material

Fin material
Face area
Row
Fin/inch
Thickness
Identification

Bth/h
kW
kW

kg/day

°C
A
-
-

kg
V/Ph/Hz

-
CMH

Pa
dBA
mm
mm

mm²
kg
-
-

CMH/pc
-
-
-

L/pc
A/pc

-
-

-
m²
-

-
mm

-

9,554
2.8

0.86
60

17,060
5.0

1.65
100

18,937
5.55
1.73
150

60,734
17.8
5.85
300

121,467
35.6
9.0
600

5-40
4.35 8.33 8.74 8.7 17.4

Capillary tube
Humidity controller

0.8 1.3 1.4 1.9 4.3
220/1/50 380/3/50

R410A
400 1,200 1,500 3,000 6,000

31 51 61 150 200

200
55 57 59 65

850x440x400 985x575x600

21
1,100x900x700 1,280x1,100x700

2x2.5 4x2.5 4x4.0

Centrifugal
Direct

600 1,500
1 2 4

1.24/1.12

2

3

Scroll
POE

-
8.0-

1
Copper

Aluminum
-
-

0.36 0.6

15
1.0/1.5/2.0

Milky white/Gray white

Model RE-60CL RE-100CL RE-150CL RE-300CL RE-600CL
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